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1 Table of Abbreviations  

Abbreviation:   Full Form:   

HLG hybrid log gamma 

HDR high-dynamic range 

SDR standard dynamic range 

VUI video usability information 

SEI supplemental enhancement information 

AI Artificial Intelligence 

API Application Programming Interface 

AUD  Access Unit Delimiters 

AV Audio Video 

AV1 Alliance Open Media Video 1 Codec 

CABAC Context Adaptive Binary Arithmetic Coding 

CBR Constant Bit Rate 

CPU Central Processing Unit 

CRF Constant Rate Factor 

DSP Digital Signal Processing 

EOF End Of File 

FIXQB Fixed Quantization Parameter 

FF Form Factor 

FPS Frames Per Second 

GOP Group of pictures 

HDR High Dynamic Range 

HHHL Half Height, Half Length 

HHFL Half Height, Full Length 

HLG Hybrid Log Gamma 

HRD  Hypothetical Reference Decoder 

IE Inference Engine 

Mbps Mega Bit per second 

MBps Mega Byte per second 

NLP Natural Language Processing 

NPU Neural Processing Unit 

NVMe Non-Volatile Memory express 

PCIe Peripheral Component Interconnect express 

PPS Picture Parameter Set 

QP Quoted Printable 

RGB Red Green Blue 

RGBA Red Green Blue Alpha 
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RDO Optimization 

ROI Region of interest 

SDK Software Development Kit 

SEI  Supplemental Enhancement Information 

SRIOV  Single Root I/O Virtualization  

SPS  Sequence Parameter Set 

VBR  Variable Bit Rat 

VCL  Video Coding Layer  

VPS  Video Parameter Set  

VUI Video Usability Information 

 

2 References 

Technical Notes: 

-IntegrationProgrammingGuideT408_T432_FWv2.4 or newer. 

Specifications: 
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3 Background  

This document describes the HLG feature and how to set VUI parameters with the NETINT T408 

transcoder 

3.1 Intended Audience 

This document is intended to help engineers/technicians/developers operating NETINT 

transcoders better understand how the VUI parameters are set by libxcoder. 

3.2 Compatibility 

Software Compatibility 

This guide is intended to be used with NETINT Codensity T408 Video Transcoder 

software Release 2.0.1 or newer. 

Hardware Compatibility 

Release 2.0.1 or newer supports NETINT Codensity T408 Video Transcoder 

hardware. 

Operation system 

All OS supporting T408 Video Transcoder. 
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4 HLG 

4.1 Intro 

HLG is an HDR format. The issue traditional broadcasters have is that many of their viewers still 
hold on to old SDR television sets, which cannot display the increasingly prevalent HDR 
standard. The HLG format works around this obstacle by adding HDR metadata to the SDR 
footage, enabling HDR-compatible TVs to enhance the onscreen image.  
For details, please refer to IntegrationProgrammingGuideT408 V1.9 and later, chapter HDR 
HLG/HDR/HDR10+. 
 

4.2 VUI and SEI parameters 

By design, metadata signalled in syntax elements of VUI in HEVC is not mandatory for 
constructing the luma or chroma samples by the decoding process and may be ignored by the 
decoder. However, such syntax elements provide useful parameters or attributes of an encoded 
signal and can be utilized in the video system design. Examples of VUI parameters relevant to 
HLG video system design are color primaries, color space and color transfer characteristic. 
 
SEI messages assist in processes related to decoding, display or other purposes. They are not 
required for constructing the luma or chroma samples by the decoding process. HEVC and AVC 
specify several SEI messages applicable to HLG video. 
 

4.3 Setting VUI and SEI Parameters  

In FFmpeg, color metric information is passed to encoder through AVFrame struct, and/or 

through AVCodecContext struct. In AVCodecContext case, the information comes from the input 

file (if simple transcode) or from command line (if specified on command line like the examples 

below).  The information in AVCodecContext takes precedence.  

HLG standard defined in ATSC A/341 is slightly different from HLG defined in ETSI TS 101 154. 

The following is an example ffmpeg command line to encode a 10 bit HLG YUV file to H.265 as 
per ATSC requirements: 
 
sudo ffmpeg -f rawvideo -pix_fmt yuv420p10le -s:v 3840x2160 -r 60 

-color_primaries 9 -color_trc 18 -colorspace 9 -i 

Input_3840x2160_10bit_le.yuv -enc 0 -c:v h265_ni_enc -xcoder-

params "RcEnable=1:bitrate=20000000" outputATSCHlgT408.265 

 
Note that while ETSI specifies transfer characterstics=14 for HLG in the VUI they also specify 
inclusion of an alternative  transfer characterstics SEI that specifies a preferred transfer 
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characterstics of 18. The Netint decoder will return the preferred transfer characteristics instead 
of the VUI transfer characterstics if this SEI is present. The Netint Encoder has a parameter 
(preferredTransferCharacteristic) to specify the inclusion of this SEI and to set it’s value. 
 
For example, the following command line to encode a 10 bit HLG YUV file to H.265 as per ETSI 
requirements is as follows: 
 
sudo ffmpeg -f rawvideo -pix_fmt yuv420p10le -s:v 3840x2160 -r 60 

-color_primaries 9 -color_trc 14 -colorspace 9 -I 

Input_3840x2160_10bit_le.yuv -enc 0 -c:v h265_ni_enc -xcoder-

params "RcEnable=1:bitrate=20000000:prefTRC=18" 

outputETSIHlgT408.265 

  
Note that FFmpeg does not currently support specifying the static and dynamic metadata for 
HDR10/10+. We will be supporting this through future libxcoder parameters. 

“prefTRC” specifies the preferred transfer characteristics value. Supported values are from 0 to 

255. If this parameter is present, the encoder will include an alternative transfer characteristics 

SEI in the bitstream with the preferred transfer characteristics field set to the value of this 

parameter. If the parameter is not present the SEI will not be present. The alternative transfer 

characteristics SEI is required by ETSI for HLG and specifies an alternative transfer characteristic 

from that provided in the VUI. 

The set up of the VUI parameters is done in libavcodec/nienc.c.VUI parameters are filled in 

p_param->ui8VuiRbsp which is a raw byte sequence defined with the max size of 

NI_MAX_VUI_SIZE =32.  This is to be passed to hardware encoder together with the encoder 

configuration. For details of encoder configuration structure, reference libxcoder source file 

libxcoder/source/ni_device_api.h.  

The presence of HLG is checked and set as follows: 

if (color_primaries == AVCOL_PRI_BT2020 || 

        color_trc == AVCOL_TRC_SMPTE2084 || 

        color_trc == AVCOL_TRC_ARIB_STD_B67 || 

        color_space == AVCOL_SPC_BT2020_NCL || 

        color_space == AVCOL_SPC_BT2020_CL) 

    { 

      p_param->hdrEnableVUI = 1; 

      setVui(AV_CODEC_ID_HEVC == avctx->codec_id?1:0, p_param, 

color_primaries, color_trc, color_space); 

      av_log(avctx, AV_LOG_VERBOSE, "XCoder HDR color info 

color_primaries: %d  color_trc: %d  color_space %d\n", 

          color_primaries, color_trc, color_space); 

    } 



APPS016 Codensity T408 HLG – VUI Parameters Application Note 

NETINT ©  2021  Page 8 of 9 

    else 

    { 

      p_param->hdrEnableVUI = 0; 

      setVui(AV_CODEC_ID_HEVC == avctx->codec_id?1:0, p_param, 

color_primaries, color_trc, color_space); 

    } 

Depending on the presence of HLG, setVUI() function puts the color metrics and the rest of the 

VUI syntax elements in the VUI parameters tables.  

static void setVui(int isHEVC, ni_encoder_params_t *p_param, 

    enum AVColorPrimaries color_primaries, enum 

AVColorTransferCharacteristic color_trc, 

    enum AVColorSpace color_space) 

 
In libxcoder, the VUI table is simply formatted to be sent to the Firmware and later to the VPU 

for frame encode. 
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5 Revision History  

Version   Change   Create Date   Author   

1.0   Document Created   May 22,2020  Achraf Jerbi 

2.0 Updated with the examples in 

IntegrationProgrammingGuideT408V1.9 

July 2,2020 Tom Han 

3.0   Updated as per new app note template December 9, 
2021 

Balwinder Sidhu 

            
 

6 Legal Notice 

Information in this document is provided in connection with NETINT products. No license, 

express or implied, by estoppel or otherwise, to any intellectual property rights is granted by 

this document. Except as provided in NETINT’s terms and conditions of sale for such products, 

NETINT assumes no liability whatsoever and NETINT disclaims any express or implied warranty, 

relating to sale and/or use of NETINT products including liability or warranties relating to fitness 

for a particular purpose, merchantability, or infringement of any patent, copyright or other 

intellectual property right. 

A "Mission Critical Application" is any application in which failure of the NETINT Product could 

result, directly or indirectly, in personal injury or death. Should you purchase or use NETINT’s 

products for any such mission critical application, you shall indemnify and hold NETINT and its 

subsidiaries, subcontractors and affiliates, and the directors, officers, and employees of each, 

harmless against all claims costs, damages, and expenses and reasonable attorney’s fees arising 

out of, directly or indirectly, any claim of product liability, personal injury, or death arising in any 

way out of such mission critical application, whether or not NETINT or its subcontractor was 

negligent in the design, manufacture, or warning of the NETINT product or any of its parts. 

NETINT may make changes to specifications, technical documentation, and product descriptions 

at any time, without notice. The information here is subject to change without notice. Do not 

finalize a design with this information. The products described in this document may contain 

design defects or errors known as errata which may cause the product to deviate from 

published specifications.  

NETINT, Codensity, and NETINT Logo are trademarks of NETINT Technologies Inc. All other 

trademarks or registered trademarks are the property of their respective owners. 

©  2021 NETINT Technologies Inc. All rights reserved. 

 


