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1 Table of Abbreviations  
Abbreviation:   Full Form:   
FLR function level reset 
DUT Device Under Test 
NVMe   Non-volatile Memory express (Transport 

protocol)  
AI Artificial Intelligence 
API Application Programming Interface 
AUD  Access Unit Delimiters 
AV Audio Video 
AV1 Alliance Open Media Video 1 Codec 
CABAC Context Adaptive Binary Arithmetic Coding 
CBR Constant Bit Rate 
CPU Central Processing Unit 
CRF Constant Rate Factor 
DSP Digital Signal Processing 
EOF End Of File 
FIXQB Fixed Quantization Parameter 
FF Form Factor 
FPS Frames Per Second 
GOP Group of pictures 
HDR High Dynamic Range 
HHHL Half Height, Half Length 
HHFL Half Height, Full Length 
HLG Hybrid Log Gamma 
HRD  Hypothetical Reference Decoder 
IE Inference Engine 
Mbps Mega Bit per second 
MBps Mega Byte per second 
NLP Natural Language Processing 
NPU Neural Processing Unit 
NVMe Non-Volatile Memory express 
PCIe Peripheral Component Interconnect express 
PPS Picture Parameter Set 
QP Quoted Printable 
RGB Red Green Blue 
RGBA Red Green Blue Alpha 
RDO Optimization 



Codensity T408 Crash Recovery Application Note 

NETINT © 2021  Page 4 of 10 

ROI Region of interest 
SDK Software Development Kit 
SEI  Supplemental Enhancement Information 
SRIOV  Single Root I/O Virtualization  
SPS  Sequence Parameter Set 
VBR  Variable Bit Rat 
VCL  Video Coding Layer  
VPS  Video Parameter Set  
VUI Video Usability Information 

2 References 
Technical Notes: 

Specifications: 
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3 Background  
If the T408 Transcoder were ever to enter a crashed state (FW assertions, CPU exceptions, dead-
loops etc.) there is no non-intrusive method to recover the device. Typical solutions would be to 
power-cycle the host machine, or hot-swap the device. This step would either negatively affect 
overall host functions or require manual interference to recover the transcoder which is 
unsuitable for large-scale operations. 

In order to recover the crashed device, a specialized functionality is provided in the testing 
script. The script can issue a DUT reset, changing the value in the FW register and bringing the 
NVMe devices back to a healthy state. In the event of a DUT reset, the device will behave as if it 
were hot-swapped and the net effect is a recovered device. The step of rescanning the PCIe bus 
will also be executed after the DUT reset. 

3.1 Intended Audience 

This document is intended to help engineers/technicians/developers operating NETINT 
transcoders troubleshoot common problems. 

3.2 Compatibility 

Software Compatibility 

This guide is intended to be used with NETINT Codensity T408 Video Transcoder 
software Release after V1.6.o. 

Hardware Compatibility 

NETINT Codensity T408 Video Transcoder hardware. 

Operating system 

Any linux operating system. 
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4 Theory 
In this example scenario, our T408 card [/dev/nvme0n1] has unfortunately hit an error condition 
such as division by zero and is stuck in a CPU exception. There are no responses returning from 
the NVMe drivers so any attempt to ping the T408 is ineffective. Host software has attempted 
an NVMe shutdown and restart but even the shutdown command hangs, and the restart brings 
nothing up. 

In this scenario, the DUT reset will be performed to reset, rescan, and reboot the NVMe device. 

The DUT reset functionality is implemented in LoganProbe_app script. It provide functionality of 
read/modify/write the address in the register, in order to trigger the DUT reset from PCIe BAR. 

A PCIe rescan will also be executed to bring back the NVMe device. 

 

In order to perform the DUT reset functionality, following steps are required: 

1. Use “lspci” command to find the NVMe bus ID. 

$ lspci 

Sample output: 

 

As the red box indicated in the output, the 01:00.0 indicates the slot used by the NVMe 
device is 01. 

2. Move to the loganProbe directory. It’s under the /firmware/nvme/test/loganProbe. 

$ cd  ~/firmware/nvme/test/loganProbe 

3. Install the loganProbe testing tool set. 
$ sudo bash load.sh 
 

4.  Perform the PCIe DUT reset using the bus ID of the pci device. 
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$ sudo ./loganProbe_app -s 0x1 -e 
 
The bus ID is the 01 as shown in the step 1. 

At this point T408 FW will have received the interrupt and reset itself. 

Device is now ready for use. Command “$ sudo nvme list” can be used to verify the recovery 
results. 
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5 Testing 
Using a custom version of firmware designed to hang on a given command, the T408 Transcoder 
can be put into a hanging state by issuing a nvme format command to the card: 

$ sudo nvme format /dev/nvme0 -n 1 -l 0 

After the transcoder is in a hanging state the device can be recovered by triggering a DUT reset 
likewise in Example Usage section:  

1. $ lspci 

Output: 01:00.0  

2. $ cd  ~/firmware/nvme/test/loganProbe 

3. $ sudo bash load.sh 

4. $ sudo ./loganProbe_app -s 0x1 -e 

5.$sudo nvme list 

Sample Output:  

/dev/nvme0n1   TU08-08-02-C11-0049  T408-U2  1     4.10  TB /   4.10  

TB       512B +  0 B   211X1B02  

After the card has been recovered, it is able to perform transcoding of 2x4K, or 6x1080p, or 
32x360p H264-to-H265 and H265-to-H265 instances without any issues. 
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6 Possible Side-effects or Shortcomings 
• The PCIe rescanning process might not be supported in some of local hosts. 
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7 Revision History  
Version  Change  Create Date  Author  
1.0  Document Created  Feb 05,2020 Tom Han 
    
2.0 Document Updated with new 

crash recovery method 
Sept 08, 2020 Weiwen Zhao 

3.0 Update as per new app note 
template 

December 20, 2021 Balwinder Sidhu 

    

8 Legal Notice 
Information in this document is provided in connection with NETINT products. No license, 
express or implied, by estoppel or otherwise, to any intellectual property rights is granted by 
this document. Except as provided in NETINT’s terms and conditions of sale for such products, 
NETINT assumes no liability whatsoever and NETINT disclaims any express or implied warranty, 
relating to sale and/or use of NETINT products including liability or warranties relating to fitness 
for a particular purpose, merchantability, or infringement of any patent, copyright or other 
intellectual property right. 

A "Mission Critical Application" is any application in which failure of the NETINT Product could 
result, directly or indirectly, in personal injury or death. Should you purchase or use NETINT’s 
products for any such mission critical application, you shall indemnify and hold NETINT and its 
subsidiaries, subcontractors and affiliates, and the directors, officers, and employees of each, 
harmless against all claims costs, damages, and expenses and reasonable attorney’s fees arising 
out of, directly or indirectly, any claim of product liability, personal injury, or death arising in any 
way out of such mission critical application, whether or not NETINT or its subcontractor was 
negligent in the design, manufacture, or warning of the NETINT product or any of its parts. 

NETINT may make changes to specifications, technical documentation, and product descriptions 
at any time, without notice. The information here is subject to change without notice. Do not 
finalize a design with this information. The products described in this document may contain 
design defects or errors known as errata which may cause the product to deviate from 
published specifications.  

NETINT, Codensity, and NETINT Logo are trademarks of NETINT Technologies Inc. All other 
trademarks or registered trademarks are the property of their respective owners. 

© 2021 NETINT Technologies Inc. All rights reserved. 

 


